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Pump

+ Transfer of clean water or non-aggressive liguid

« Special anti-rust treatment for pump body and
support

* Max. liquid temperature: +60°C

* Max, suction; +8 m

Motor

» Copper winding

# Built-in thermal protector for single phase motor
» Insulation class: F

* Protection class: IPX4

# Max. ambient temperature: +40°C
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Capacity @ »
o POWER [ oo or IMAX FLOW|MAX HEAD MAX.SUCT
W) | (HP) (Umin) (m}) {mj)
ECm146 0.60 0.8 1" x1" 110 27 B
ECm158 0.75 1.0 1" %1 121 33 8
ECm170-1 11 15 1" %1 130 41 B
ECm130 15 2.0 1"!,,':-:1‘ 150 48 B
EC220 22 3.0 1'!,':1' 150 55 1
Part Material Remark
1 Pump body Cast iron E-coating
2 Impeller Brass/Noryl/Stainless steel
3 Sealing ring NER
4 Mechanical seal CeramiciCarbon
] Brackel cover Slainless steel
-] Support Aluminurm
T Rotor Cold-rolled sheeat
8 Bearing
9 Fan cover Iron
10  Fan Maoryl
1 End plate Aluminurn
12 Qutiet nozzle NER
13 Capacitor
14 Cover box ABS
15 Wire holder assembly
16 Stator Aluminurm casﬂng Cold-rolled sheeat

391



G .'lllllllll%
A\QUASTRONG ebitt “
h//lt&/‘/'.-l} the [/f& GROUP OF COMPANIES .-".:
HYDRAULIC PERFORMANCE CURVE
0 20 40 B0 B) 100 120 140 180 B0 200 230 240  USgom
L 1 1 L L 1 1 L L 1 1 1 " L 1
0 M 40 B0 B0 00 120 140 160 180 200  Impgpm
B0 I 1 1 L 1 L [ 1 I 1 1 1 1 1 L 1 L 1 1 1 [nl
i L
£y
180
1. i
E \
30 1 =100
20 4 ECmZ0c gcsie |
g EC2WA [ 50
1 4 ECmZ30C ECmMZ308 i
[i]
Ecm 0 WO 200 300 400 500 600 70D 800S00 1000 wmin
o 10 0 ® 4 6 6 mh
Capacity Q@ »
Pump
# Cast iron pump body and support under special
anbi-rust lreatment POWER IMAX FLOW | MAX HEAD | MAX SUCT
MODEL INLET/OUTLET
» AISI 304 shaft &) | (HP) (Vmin) (m) (m)
* Max. liquid temperature; +60°C ECmM220C 22 3 2°x2" 550 33 8
® Max. suction: +8 m ECmZ208 3 4 2 560 3B 8
ECm2204 4 55 22" 450 49 8
EC220AH 5.5 7.5 Fa. v 500 54 8
Motor ECM230C 3 4 2"x2" 800 30 8
« C&U braring ECm2308 4 5 2"y 900 kL] ]
&« Motor with copper \Pl"iﬂdiﬂg ECZ230A 55 T.5 2"n2 800 465 8
» Inculation dass: F EC250C 7.5 10 ol ol 900 565 8
# Protection class: IPX4
* Max. ambient temperature: +40TC
1
__.--""13 Part Material Remark
12 11 19 1 Pump body HT200
L 2 Impeller AISI 304 Brass
¥ 3 Mechanical seal  Ceramic/Carbon
P : j 4 Bracket cover HT200
I 5 Oil seal
e 6  Support HT200
i F e 7 Bearing
] ) 8  Rotor Welded slainless steel shaft
ra X o A o I 9 Fan cover PP
i fa PR e 10  Fan FP
1 i 11 Rear cover ZL102
12 Stalor Cold-rolled sheet
. : 13 Capacitor
. 8 14  Terminal box ABS
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